
01373 473 900
sales@warmerroof.com

When we have received your quote request form, our sales team will provide you with
quotation outlining all details.   

Once you are happy that everything on the confirmation is exactly as required, sign all pages
and return to orders@warmerroof.com If you require any changes to be made prior to signing,
send your updated quotation form to sales@warmerroof.com outlining all changes made.     

The signed confirmation constitutes final approval for production.  Please note any alterations
made after you have returned the signed confirmation may be subject to charges.    

Once signed confirmation is received, our team will send you a pro forma invoice via email. 
At that stage you will be required to pay 50% deposit (unless otherwise stated) This can be paid
via bank transfer ( bank details provided on invoice ) If you would like to pay over the telephone
please call Lorna OR Michelle on 01373473900 ( option 1 )

Once your deposit is paid we will then commence to manufacture your Warmer Roof and will
deliver your roof directly to your chosen destination, on our own transport. Please note delivery
dates are subject to our delivery schedule and whist every effort will be made to accommodate
your delivery date this may be subject to alteration, but any alteration to delivery dates will be 
notified.

Trade Survey Form

1.

2.

3.

4.

5.

If in any doubt at any stage, please call our team who will be happy to assist. 01373 473 900 

Order Process   

Please ensure that assistance is available to unload your delivery at the delivery address, and 
that if a site delivery is required this is clearly indicated on your order. All deliveries will be made 
to your premises unless stated otherwise

To request a quote for a Warmer Roof, fill out the quote request form and email to 
sales@warmerroof.com Please ensure all details are filled out correctly. We endeavour to 
return all quotes within 24 hours. 

In normal circumstances Local Authority Building Control is required for new or replacement conservatory roofs and it is the installers responsibility to check 
whether Building Control is required. Although the Warmer Roof has LABC accreditation, this does not mean that Building Control is not required
but having this accreditation, through LABC, simplifies the Building Control application. It is likely that site inspection (s) will be carried out during the installation
procedure of a replacement or new conservatory roof. Warmer Roof holds no responsibility if this advice is not followed. The Warmer Roof is only tested and certified 
by LABC. Warmer Roof will not take responsibility for any Building Control other than LABC. Please contact a member of staff if any further guidance is required.
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Championing Excellence in the Built Environment 
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WarmerRoom
Extensions and Conservatory Replacement

Dwarf wall height:

12mm Magply

LHS Standard 2100mm Other: .............................................

Brick slip colour: .............................................

NONE

Fireboard for boundary walls

RHS FRONT

Wall Height / Frame opening height from DPC 

WALL HEIGHTS12MM FIREBOARD

Brick Slip No finish required

EXTERNAL FINISH

Please illustrate an accurate WALL LAYOUT survey below with all host wall positions clearly marked . Please 
indicate all frame positions. All dimensions are EXTERNAL BASE in millimetres unless stated otherwise. 
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Date:

Company Name:

Job Reference:

Tel No:

The Workshop, Manor Road, Marston Trading Estate, Frome, Somerset, BA11 4BN

 01373 473 900 sales@warmerroof.com

                             SURVEY SHEET   

EXTERNAL BASE PROJECTION (mm) EXTERNAL BASE WIDTH (mm) 

MEASURE FROM EXTERNAL WALL OSB

CLEARLY INDICATE ALL FRAME OPENING POSITIONS AND SIZES

NOTES

WarmerWalls0.160.16
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WarmerRoomBRICK SLIP
OPTIONS

The Britannia Range

Classic Range

Baroque 
Multi

Newbridge
 Mix

Old English Pastorale

St Ives Cream 
Rustica

Topaz Whitby Red

EBS Sanded
 Red Stock

Islington 
Yellow Rustica

London 
Original Stock

Red Blue 
Flamed 7427

Red Multi 
Dragwire 313

Rustic Inferno
 Multi 686

Weathered Old
Millhouse 7480 OM

Rustic Orange
 Multi 687

Smooth 
Grey 800

Rustic Red 
Charcoal Multi 

685

Rustic Red 
Multi 689

Smooth 
Anthracite 700

Smooth Red
 R400

Weathered 
Grey Multi 764

Rustic 
Black 693

Rustic Buff 
Multi 688

Rustic 
Charcoal 697

Rustic Cottage
 Multi 690

Rustic 
Cream 692

Rustic Golden
 Multi 684

Autumn 
Leaves 7429 HL

London Multi
 Buff F297

Montana
 Red 7420

Old Millhouse
 7420 OM

Red 
Dragwire 401

Red 
Multi 335

Approx £35.40 - £40.80 per 0.5m2 ex VAT & delivery

Approx £21.60 - £27.60 per 0.5m2 ex VAT & delivery



WarmerRoom
Extensions and Conservatory Replacement

Please illustrate an accurate WALL LAYOUT survey below with all host wall positions clearly marked . Please 
indicate all frame positions. All dimensions are EXTERNAL BASE in millimetres unless stated otherwise. 
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Date:

Company Name:

Job Reference:

Tel No:

The Workshop, Manor Road, Marston Trading Estate, Frome, Somerset, BA11 4BN

 01373 473 900 sales@warmerroof.com

EXTERNAL BASE PROJECTION (mm) EXTERNAL BASE WIDTH (mm) 

MEASURE FROM EXTERNAL WALL OSB

CLEARLY INDICATE ALL FRAME OPENING POSITIONS AND SIZES

                             SURVEY SHEET   WarmerWalls0.160.16
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TILE
OPTIONS WarmerRoom

Extensions and Conservatory Replacement

Britmet Liteslate (min 12 degree pitch)

Moss
 Green

AmethystSunset Sunshine Ash CharcoalOakSlate

Bramble
 Brown

Rustic
 Brown

Rustic
 Red

Rustic
 Terracotta

Smoked
 Oak

Tartan
 Green

Raven Titanium
 Grey

Chestnut 
Brown

Pewter 
Grey

Stone 
Black

PlumBrick 
 Red

Red 
Rock

Metrotile Shingle (min 15 degree pitch)

Britmet Pantile 2000 (min 5 degree pitch)

Charcoal Iron bark

Scarlet

Bister 
Brown

Coal BlackMoss GreenAntique 
Red

Ebony

Burnt 
Umber

COLOUR
OPTIONS

PLEASE NOTE TILES WILL 
COME DIRECT FROM OUR 
SUPPLIER ON A SEPARATE 
DELIVERY. ASSISTANCE 
REQUIRED.

Antique
 Red

Charcoal Mid Grey Sage
 Green

Terracotta Tudor
 Brown

Tapco Slate (min 14 degree pitch)

Britmet Shingle (min 15 degree pitch)

Pantile 2000 are full 
height sheet panels (not 

individule tiles) This 
product is made to 

measure and is only 
compatible with 

standard Lean-To roofs 
not involding hips.



Please illustrate an accurate roof survey below with all host wall positions clearly marked . Please 
indicate all facet angles. All dimensions are internal frame and are in millimetres unless stated otherwise. 
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White
Cream
Golden Oak
Irish Oak
Rosewood
Anthracite Grey

Downpipe

( Ogee )

White

Brown
Anthracite Grey

Black

Square

Round

TI
LE

 C
O

LO
U

R Britmet Shingle 

Britmet Liteslate

Lowest pitch = 15°

Lowest pitch = 15°

Lowest pitch = 12°

Lowest pitch = 14°

Select from attached colour chart

Black Ash
Chartwell Green

Tapco Slate

Metrotile Shingle
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R
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Roof pitch (degrees)

wall height from DPC
(including cill)

External height not to exceed
from DPC to top of roof 
outside including tiles.

Lowest pitch = 15°

(pole supplied)

( make  selection )

Remote & Rain Sensor

Other sizes may result in a longer lead time

Steel reinforcement plate added to
ring beam to support unsupported
openings. Seek advice from a 
member of staff for maximum spans.

Please indicate position on survey
above. 

Lowest pitch = 15°

* All glass plates are 600mm wide and run
FULL HEIGHT of roof *

Please note Warmer Roof do not supply
the glass. We will supply glass sizes upon
order comfirmation for you to source.

Required glass thickness - 28mm

Please indicate position on survey 
above. 

Solar

Integral 
Blinds

Pull down 
Blinds

Small (550 x 780)
Large (780 x 980)

Quantity Required
Manual
Electric

Extras

Other: 

( Depth 300mm )
Sizes to not include guttering

( 82mm from external cladding )

( 130mm from external cladding )

Yes
No

Yes No

Internal Pelmet

No height restriction

Max height as above

Standard Soffit

Extended Soffit 

(mm)

(mm)

( Please indicate 
position on survey ) 

Tile colour:

.......................................

0.15 U-Value 0.12 U-Value

WarmerRoof

Date:

Company Name:

Job Reference:

Tel No:

The Workshop, Manor Road, Marston Trading Estate, Frome, Somerset, BA11 4BN

 01373 473 900 sales@warmerroof.com

WARMER ROOF SURVEY SHEET   

INTERNAL EAVES PROJECTION (mm) INTERNAL EAVES WIDTH (mm) 

MEASURE FROM INTERNAL EAVES BEAM. (110MM BACK FROM EXTERNAL WALL OSB)
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Gutter colour options

Fascia colour options

White

White Black Ash

Cream

Light Oak Irish Oak Rosewood Anthracite

Chartwell
Green

Brown Anthracite 
Grey

Grey

Black

White Anthracite Black

Lantern Frame 

GreyWhite Anthracite Black

(Double Ogee UPVC Gutter System)

FW 10mm Square Leg Fascia

01373 473 900 sales@warmerroof.com

EPDM Rubber Trims

Dont Forget to ask about 
our in-house Building 
Control Service 

COLOUR
OPTIONS

S1 Roof Lantern    

WarmerAluminium
FULL RANGE OF ARCHITECTURAL ALUMINIUM PRODUCTS

WarmerRoom
Extensions and Conservatory Replacement
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ER

  

White

Cream

Golden Oak

Irish Oak

Rosewood

Anthracite Grey
Downpipe

( Ogee )

White

White

Brown

Anthracite Grey

Anthracite Grey

Black

Black
Square

Round
Black Ash

Chartwell Green

R
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Steel reinforcement added to ring beam to 
support bi-fold door opening. Seek advice 
from a member of staff for maximum spans

( 150mm vented soffit detail
 as standard )

( Gutter supplied for FRONT 
 only as standard unless stated

 otherwise )

( Customer supplying
 own roof covering )

( Only applicable if EPDM rubber
 is requested ) Yes

Lantern

90 x 150mm Eaves Beam as standard

Qty

QtyFlat Plate

None

Opening only

External
kerb size

EPDM Rubber 

No

Not required 

( Please indicate 
position on survey ) 

FRAMEWORK / BRICKWORK 
Installer to ensure there is adequate support for this roof.
Warmer Roof will not be held responsible for the failure of
members, or existing structures supporting this roof.

Frames Brickwork 

EAVES BEAM SITTING ON:

(Clearly indicate position on above drawing)

Date:

Company Name:

Job Reference:

Tel No:

The Workshop, Manor Road, Marston Trading Estate, Frome, Somerset, BA11 4BN

 01373 473 900 sales@warmerroof.com

WARMER BEAM SURVEY SHEET   

WarmerBeam

INTERNAL PROJECTION (mm) INTERNAL WIDTH (mm) 

MEASURE FROM INTERNAL FRAME (105mm IN FROM EXTERNAL WALL OSB
Please illustrate an accurate roof survey below with all host wall positions clearly marked. 

0.130.13
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Active Clear

Active Neutral

Active Bronze

Active Blue

Active Aqua

Pure White (9010)
External Internal

Jet Black (9005)

Grey (7016)

R
O

O
F 

C
O
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U

R

S1 LANTERN SURVEY SHEET   
Date:

Company Name:

Job Reference:

Tel No:

The Workshop, Manor Road, Marston Trading Estate, Frome, Somerset, BA11 4BN

 01373 473 900 sales@warmerroof.com

min 600 x 600
max 2400 x 2400

min 800 x 600
max 3000 x 2400

min 1200 x 600
max 4000 x 2400

min 2400 x 600
max 5000 x 2400

min 3000 x 600
max 5000 x 2400

min 1800 x 1800
max 3200 x 3200

min 2000 x 1800
max 3400 x 3200

Style 1

Style 2

Style 3

Style 4*

Style 5*

Style 6

Style 7

Style 8

Style 9*

Style 10*

Style 11

Style 12*

Style 13*

min 2000 x 1800
max 4000 x 3200

min 3000 x 1800
max 5000 x 3200

min 3600 x 1800
max 5000 x 3200

min 1600 x 1400
max 4000 x 3200

min 2400 x 1400
max 5000 x 3200

min 3000 x 1400
max 5000 x 3200

WarmerAluminium
FULL RANGE OF ARCHITECTURAL ALUMINIUM PRODUCTS

PLEASE ALLOW A 7-10 WORKING DAYS LEAD TIME FOR All GLAZED LANTERN ORDERS. 
IF THE ROOF IS REQUESTED SOONER ON A SEPARATE DELIVERY THEN THE LANTERN 
WILL BE DELIVERED ON THE NEXT AVAILABLE DELIVERY SLOT IN YOUR AREA AND 
THE THREE WEEK LEAD TIME CANNOT BE GUARANTEED. 

25

LENGTH (mm) WIDTH (mm) 

MEASURE FROM OUTSIDE OF SUPPLIED TIMBER UPSTAND

105MM INSULATED UPSTAND SUPPLIED AS STANDARD. 
105MM DOES NOT INCLUDE INTERNAL PLASTERBOARD

105mm 

Performance through innovation

THE NEXT GENERATION OF ALUMINIUM LANTERN 
secure  |  sustainable  |  stylish

15mm OSB Board 
   

25 x 50mm Treated Timber Battens
(proving cross flow ventilation)  
    
   

40mm PRI 
Insulated Board

OR

70mm PRI 
Insulated Board

 
    
   

12.5mm
 Plasterboard 
    
   

O
verall  I B

eam
 D

ep
th

: 24
0

m
m

125m
m

O
verall roof d

ep
th

: 382m
m

 / 412m
m

 

O
verall roof d

ep
th

 from
 top

 of fram
e: 4

80
m

m



563m
m

170
m

m

118 mm

105mm

90 mm 90 mm

24
0

m
m

24
0

m
m

82.5 m
m

W
id

th

Length

Firring strips 
   

12.5mm
 Plasterboard 
    
   

Glulam Eaves Beam
95 x 150mm 
    
   

24
0

m
m

150
m

m

150mm
Ventilated Soffit

Upstand
 Dimensions

25˚pitch 
50mm sightlines
Rafter, hip, jack rafters and ridge
1.2KN/m snowload
Covering the whole of the UK

Always measure from EXTERNAL upstand

TECHNICAL INFORMATION

67m
m

Strength
The timber I-Joist Beams can reach 
spans of  5.5 meters without the need 
of additional support. The I-Beams are 
lighter than conventional timber 
trusses and steel, ensuring less 
pressure on the supporting walls and 
frames.

Most flat roof orangery roofs, made the 
conventional way, can take days, 
sometimes weeks to construct and 
complete. The Warmer Beam system is 
supplied in kit form along with detailed 
assembly drawings, providing a quick 
and simple installation.

Simple and 
easy to install

MAXIMUM OVERALL INTERNAL ROOF PROJECTION = 5500MM
MAXIMUM LANTERN SIZE = 5000 X 3200MM
150MM EXTERNAL SOFFIT AS STANDARD - MAX SOFFIT = 400MM
ROOF HEIGHT (FROM TOP OF FRAME TO TOP OF RUBBER) = 490MM INC EAVES BEAM
MINIMUM 600MM SPACINGS AROUND ALL LANTERN OPENINGS
I BEAM DEPTH = 240MM
LANTERN OPENINGS SUPPORTED WITH MULTIPLE I BEAM TRIMMERS (2NO) 90 X 240MM
 

Always measure from INTERNAL frame / eaves beam

WarmerBeam



Tile Breather Mesh 
Provides air flow gap 

underneath tiles, allows 
roof to breathe preventing 

condensation.
 

    
   

Insulated 
Plasterboard 

Breather 
Membrane 

53mm or 82.5mm Insulated
plasterboard for additional

thermal and vapour 
protection

 

    
   

Waterproof membrane
protects from water 

ingress and allows roof
to breathe.

 

    
   

Provides added protection
to eaves beam  from extreme 

    weather conditions.   
 

    
   

Gutter & 
Fascia 

15mm OSB 

Timber Frame 

Stylish Ogee Gutter 
System and Fascia.

    
   

OSB outer skin
for extra strength
and rigidity.

    
   

Natural timber skeleton
manufactured with a
unique modular pod
system.

    
   

Roof Tiles 
Choose from a range of
tile options to blend in
with your existing house tiles

    
   

Multi Foil Insulation 

Eaves Protector 

125mm honeycomb
insulation for exceptional 

thermal performance 
 

Glulam Ringbeam 
A robust, carefully engineered
ring beam that is light enough
to sit on your existing frames.
 

    
   

82mm

50mm

225mm

253mm

160mm

150mm Flatboard
(Installer cut to size)   

Internal Frame Datum
  

Standard Soffit  
   

Glulam 
Eaves Beam 
   

110mm

0.150.15
����

�������

U-Value 
 as low as
0.12Wm K2

Warmer Roof PLUS

STEEL REINFORCED EAVES BEAM AVAILABLE FOR LARGE UNSUPPORTED OPENINGS
EXTENDED SOFFIT UPGRADE AVAILABLE 
STRUCTURAL GRADE TIMBER C24
125MM HYBRIS HONEYCOMB INSULATION
PRE ASSEMBLED MODULAR SYSTEM
25 DEGREES AS STANDARD
MAX ROOF SPAN - 8M
 

WarmerRoof
TECHNICAL INFORMATION

WarmerRoofPlus
Go even warmer, 
with 
Upgrade your insulation depth to achieve a superior 
thermal roof system with a U-value of 0.12 Wm2K.



WarmerWalls

TOTAL 
165MM 

INSULATION

STEEL REINFORCED EAVES BEAM AVAILABLE FOR LARGE UNSUPPORTED OPENINGS
EXTENDED SOFFIT UPGRADE AVAILABLE 
STRUCTURAL GRADE TIMBER C24
125MM HYBRIS HONEYCOMB INSULATION
PRE ASSEMBLED MODULAR SYSTEM
25 DEGREES AS STANDARD
MAX ROOF SPAN - 8M
 

Build-up 

25mm x 50mm Treated Timber Battens    

PVC Cladding Double Shiplap     

Breather Membrane   

82mm

235m
m

25
0

m
m

225mm

Soffit and Fascia Board
  

40mm Insulated (PRI)

EXTERNAL CLADDING NOT SUPPLIED

Plaster Skim   

45mm x 145mm
C24 Timber Stud   

Glulam 
Eaves Beam   

Internal Frame Datum  

15mm OSB 

Slate Tile

 Tile Mesh

Standard Soffit Extension

Eaves Protector

 Breather Membrane

15mm OSB Board   

Honeycomb Insulation   

12.5mm Plasterboard   

160mm

RETRO FIT ONTO NEW OR EXISTING BASE FOUNDATION
BASE MUST COMPLY WITH CURRENT BUILDING REGULATIONS

2100mm

252mm

52mm

45 X 145mm C24 Timber Base Plate   

125mm
Hybris 

Insulation

125mm
Hybris 

Insulation

 Polythene Damp Proof Course

Vented Starter Trim 

Standard Wall Height 
Inc Base Plate 

Wall heights can be adjusted
to accomodate frame height 

Masonry Bolts 
Base fixings not supplied. Installer 
responsible for ensuring fixings
are suitable for base.

0.150.15
����

�������
0.160.16
����

�������
WarmerRoofWarmerWalls

BASE BY OTHERS

110mm

WALLS ARE 800MM WIDE MODULAR  SECTIONS
SUITABLE FOR RETRO FIT ONTO NEW OR EXISTING BASE
WALL SYSTEM COMPATIBLE WITH DURABASE 
FIREBOARD AVAILABLE FOR BOUNDARY WALLS
NO EXTERNAL CLADDING SUPPLIED WITH KIT
WALL HEIGHT CAN BE ADJUSTED TO MATCH FRAME HEIGHT REQUIEMENTS
145 x 145mm CORNER POSTS SUPPLIED 



V 3.0   

Finance@warmerroof.com
For all finance related queries

Factory@warmerroof.com
For any production issues 

Info@warmerroof.com 
For any component issues and updates for Tiles and Vents

Orders@warmerroof.com
For all order logging and processing

Sales@warmerroof.com
For all quotations and sales queries 

Technical@warmerroof.com 
For all technical queries and fitting assistance

Transport@warmerroof.com 
For all Roof delivery queries 
 

£

Our dedicated team  
are here to help

WarmerRoom
Extensions and Conservatory Replacement

Build-up 


